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Disclosure to Promote the Right To Information 

Whereas the Parliament of India has set out to provide a practical regime of right to 
information for citizens to secure access to information under the control of public authorities, 
in order to promote transparency and accountability in the working of every public authority, 
and whereas the attached publication of the Bureau of Indian Standards is of particular interest 
to the public, particularly disadvantaged communities and those engaged in the pursuit of 
education and knowledge, the attached public safety standard is made available to promote the 
timely dissemination of this information in an accurate manner to the public. 
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AMENDMENT NO. 1 DECEMBER 1995 

TO 

IS 14185:1994 PESTICIDE — DIFLUBENZURON, 

TECHNICAL — SPECIFICATION 

( Page 1. clause 4, lute t ) — Substitute 'mild' for *milcd\ 

( Page I, clause 5(c) J — Substitute *Dilc of inflnMfactuie' for 'Date of 
ntanufacturcr** 

( Page 1, clause 5 ) — Add the following at the end: 

'54 BIS CetllTication Marking 

The product may be marked wilh Standard Mark. 

5.1,1 The use of the Standard Mark is governed by the provisions of Bureau of 
Indian Standards Act, 1986 and the Rules and Regulations made thereunder 
The details o( conditions under which the licence for the use of Standard Mark 
may be granted to manufacturers or producers may be obtained from the Bureau 
of Indian Standards/ 



Pesticides Sectional Committee, FAD 1 



FOREWORD 

This Indian Standard was adopted by the Bureau of Indian Standards, after the draft finalized by 
the Pesticides Sectional Committee had been approved by the Food and Agriculture Division 
Council. 

Diflubenzuron acts by interfering with the deposition ofchitin, one of the main components of 
the insect cuticle. 

Diflubenzuron, technical is employed in the preparation of insecticidal formulations. 

Diflubenzuron is the accepted common name by the International Organization for Standardiza- 
tion ( ISO ) for 1 — ( 4-chlorophcnyl ) — 3-(2, 6«difluorobenzoyl ) ICI urea. The empirical and 
structural formulae and molecular mass of diflubenzuron are given below: 

Empirical Formula Structural Formula Molecular Mass 

CnH.ClF.NjOa 310-7 

/ \) CO-NHCO-NH / "^^ CI 

Fig. 1 Structural Formula 

In the preparation of this standard, due consideration has been given to the provisions of the 
Insecticides Act, 1968 and the Rules framed thereunder diwd Standards of Weights and Measures 
( Packaged Commodities ) Rules, 1977. However, this standard is subject to the restrictions imposed 
under these wherever applicable. 

For the purpose of deciding whether a particular requirement of this standard is complied with, 
the final value, observed or calculated, expressing the result of a test or analysis, shall be 
rounded oiT in accordance with IS 2 : 1960 *Rules for rounding off numerical values ( revised )\ 
The number of significant places retained in the rounded off value should be the same as that of 
the specified value in this standard. 
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Indian Standard 

PESTICIDE — DIFLUBENZURON, 
TECHNICAL — SPECIFICATION 



1 SCOPE 

This standard prescribes the requirements and 
the methods of sampling and test for difluben- 
zuron, technical. 

2 REFERENCES 

The following Indian Standards arc necessary 
adjuncts to this standards: 



IS No. 
1070 : 1992 

6940 : 1982 



Title 

grade water 



( third 



8190 
(Part 1 ) 



10946 



Reagent 
revision ) 

Methods of test for pesticides 
and their formulation ( (^r^r 
revision ) 

Requirements for packing 
1988 of pesticides : Part 1 Solid 
pesticides ( second revision ) 
1984 Methods of sampling for 

technical grade pesticides 



3 REQUIREMENTS 

3.1 Description 

The material shall be in the form of a white to 
yellowish brown powder, free from extraneous 
impurities or added modifying agents. 

3.2 The material shall also comply with the 
requirements given in Table 1. 

4 PACKAGING 

The material shall be packed in open top miled 
steel drums lined with LDPE of thickness not 
less than 0062 mm. The container shall also 
comply with the requirements specified under 2 
ofIS 8190 (Part 1 ) : 1988. 



5 MARKING 

The containers shall bear legibly and indelibly 
the following information in addition to any 
other information as required under the 
Insecticides Act, 1968 and Rules, 1971 framed 
thereunder: 

a) Name of the material; 

b) Name of the manufacturer; 

c) Date of manufacturer; 

d) Date of cxpiiy; 

e) Batch number; 

f) Net mass of contents; 

g) Active ingredient content ( m/m ); 

h) The minimum cautionary notice as 
worded in the Insecticides Act, 1968 and 
Rules framed thereunder; and 

j) Any other information icquired under the 
Standards of Weights and Measures 
{ Packaged Commodities ) Rules, 1977 , 

6 SAMPLING 

Representative samples of the matcual shall be 
drawn according to the method prescribed in 
IS 10946 : 1984. 

7 TESIS 

7.1 Tests shall be carried out as prescribed in 
col 4 and 5 of Table 1. 

7.2 Quality of Reagents 

Unless specified otheiwise, pure chemicals and 
distilled water {see IS 1070: 1992) shall be 
employed in tests. 

NOTE — 'Pure chemicals' shall mean the chemicals 
that do not conlari niipiinties which ijffcct the 
results of analysis. 



Table 1 Requirements for Diflubenzaron, Technical 

{ Clause 3.2 ) 



SI No. 


Characteristic 


Requirement 


Method 


of Test. 


ReftoCI No. 








Annex of This 


of IS 6940 : 1982 








Sti 


indard 




(!) 


(2) 


(3) 




(4) 


(-^) 


') 


Diflubenzuron content, percent by 
mass, ( mim) Min 


900 




A 


— 


ii) 


Moisture content, percent by mass, 
( mjm ;, Max 


10 




— 


4.1 


iii) 


Acidity (as H^SOj ), percent by 
mass, ( m/m ), Max 


0-2 




— 


11.3.2 
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ANNEX A 
[ Table I Item (i) ] 

DETERMINATION OF DIFLUBENZURON CONTENT 



A-1 PRINCIPLE 

Difluben/uron in the sample is dissolved ia 
dioxanc by healing and separated by means of 
liquid chromatography. Uiflubenzuroii is 
detected by measuring ihe absorption at 254 nm 
and qLjanritalively cstimaled by using dibutyl 
phthalatc as the internal standard. 

A-2 APPARATUS 

A-2.1 High Pressure Liquid Chromatograph 
{ HPLC ) 

A HPLC unit equipped with a ultra-violet (UV) 
detector and pnnter-plotter-cum integrator and 
is operated uinii^r (he fojUmtng suggestive 
parameters. These parameters may be varied 
as per available facilities provided standardiz- 
ation is done. 



Column 

Flow rate 
Detector 
Wave length 
Mobile phase 

Chart speed 

Injection 
volume 



C8 Stainless steel ( 25 cm X 
4-6 mm/I.D ) 

1-0 ml/minute 

Ultra-violet 

254 nm 

Methanol : water (80 : 20) 

( v/v ) 

3 mm/minute 

10/^1 



A-2.2 Micro Syringe — 25^x1 capacity. 

A-2,3 G4 Sintered Glass Crucible 
A-3 REAGENTS 

A-3.1 Reference Standard Diflubcnzuron — of 

known purity. 

A-3.2 Internal Standard — Dibutyl phthalate. 

A-3*3 Dioxane — HPLC grade. 

A-3.4 Methanol — HPL Cgrade, 

A-3.S Water — Glass redistilled. 

A-4 PROCEDURE 

A-4.1 Preparation of Mobile Phase 

To 800 ml methanol add 200 ml of double 
distilled water, degas before use. 

A-4.2 Preparation of Internal Standard Solution 

Weigh accuiately about 700 mg dibutyl phthalate 
into a 100-ml volumetric llask, and make up the 
volume with methanol. This will give a solution 
containing 7 mg/ml of dibutyl phthalate. 



A-4.3 Preparation of Standard Solution 

Weigh accurately 100 mg reference standard 
diflubenzuron into a 100-ml volumetric flask, 
add about 50 ml of dioxane and place it on a 
steam-bath for 30 minutes. Remove, cool, filter 
through G4 sintered crucible and make up the 
volume with dioxane by repeated rinsing. 

A-4.4 Preparation of Sample Solution 

Weigh accurately a quantity of sample to con- 
tain about 100 mg diflubcnzuron technical and 
proceed as described in A-4.3. 

A*4.5 Estimation 

A-4.5.1 Mix reference standard and internal 
standard solution in 1 ; 1 (v/v) accurately 
using a pipette. Follow the same procedure 
for sample solution. 

A-4.5.2 Inject 10^1 standard solution and adjust 
the KPLC parameters to give complete separa- 
tion with peak heights half to three fourth full 
scale. Determine the response factor. Repeat 
the injections till the response factor stabilize 
to within ± K*^,. Note the areas of diflubcnzuron 
peak and internal standard peak. Calculate 
the response factor ( RF ), 

A-4.5.3 Proceed with sample analysis by injec- 
tion of sample solution. Note the areas of 
diilubcnzuron peak and internal standard peak. 
Calculate the diflubcnzuron content in the 
sample. 

A-5 CALCULATION 

Diflubcnzuron content, _A/j x Aj x A^ x P 
percent by mass 



where. 

Ml = mass in g of 
diflubcnzuron. 



M^ X A^ X A4, 



reference standard 



M2 «= mass in g of sample taken for the test. 

Aj^ = peak area of internal standard in the 
standard solution injected. 

A^ = peak area of diflubcnzuron in the 

standard solution injected. 

A^ — peak area of diflubcnzuron in the 
sample solution injected. 

A^ — peak area of internal standard in the 
sample solution injected. 

P = percent purity of diflubcnzuron 
reference standard. 



Bureau or Indian Standards 

BIS is a statutory institution established under the Bureau of Indian Standards Act, 1986 to 
promote haimoious development cf the activities of standardization, marking and quality 
certification of goods and alicndirg lo connected matters in the country. 

Copyright 

BIS has the copyright of all its publications. No part of these publications may be reproduced 
in any foim without the prior permission in writing of BIS. This docs not preclude the free use, 
in the c )urse of implementing the standard, of necessary details, such as symbols and sizes, tj^Je 
or giadc designations. Enquiries relating to copyright be addressed to the Director 
( Publications ), BIS. 

Revision of Indian Standards 

Amendments arc issued to standards as the need arises on the basis of comments. Standards 
are also reviewed periodically; a standard along with amendments is reaffirmed when such review 
indicates that no changes arc nee led; if the review indicates that changes are needed, it is taken 
up for revision. Users of Indian Standards should ascertain that they are in possession of the 
latest amendments or edition by leferring to the latest issue of 'BIS Handbook' and 'Standards 
Monthly Addition'. 

This Indian Standard has been developed from Doc : No. FAD 1 (266). 
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